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U.S. DEPARTMENT OF LABOR | Owe NeraaRIa87
A5 Occupatlonal Safety and Health Admmlstratlon : ‘

U 1A
Lwam, T

‘Required under USDL Safety and Health Regulatlons for Shi (gﬁtg;;‘alﬁng, . “‘ N
: Shipbuilding, and Shipbreaking (29 CFR 1915, 1916/ Tg??) S gy

/<~\\'f S
RN TR TR e :+ SECTION1t - oy
MANUFACTURER'S NAME - -~ © = oo oo | EM
OAKITE PRODUCTS, INC. R e R 1© €
ADDRESS (Number, Street, City, State, and ZIP Code) . \ \
50 Valley Road, Berkeley Helghts, New Jersey 07922
CHEMICAL NAME AND SYNONYMS T ;] TRADE NAM
o b R S R R R Oakite StripperrPR AN ~
CHEMICAL FAMILY Solvent—Acid ‘ ‘ FORMULA \%M
- LI Proprietary

SECTION Il - HAZARDOUS INGREDIENTS

PAINTS, PRESERVATIVES, & SOLVENTS % ' TL.V ALLOYS AND METALLIC COATiNGs %, 'ﬂ'L-V
{Units) {Units)
PIGMENTS BASE METAL Co ~ oo
CATALYST ALLOYS
VEHICLE e S oo« | METALLIC COATINGS

FILLER METAL

soLvenTts Methylene chloride PLUS COATING OR CORE FLUX

ADDITIVES ; ' . L OTHERS :
. — rm’\'fﬂx Rn+n -: _.gg Wn“iluu“u — »
OTHERS v v DI‘OQuQM; b lons of nroduat.
iy HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES . """ "7 | ¢ '(J.',‘;‘t/s)
Formic acid . o coscogeds o oo e oo |5 ISP $

L

Cresol/phenol mixture

" (skin) | 5 |5PPM

SECTION H1 - PHYSICAL DATA ooy i e

s

BOILING POINT (°F.) . .o . .. . . | Unknown ' | SPECIFIC GRAVITY (Hy0=1) . 1.935
VAPOR PRESSURE (mm Ha.) Unknown gsR\;:oEll’:lJM\éO(;o)ﬁTlLE T 50
VAPOR DENSITY (AIR=1) Unknown (EVAPORATION Rl;’ll‘;z - ‘ ‘, o 4 1

’ v Used at full R R IRE RDE
SOLUBILITY IN WATER' ( strencth) | Negligible = ©o X

APPEARANCE AND oDOR - Dark brown, non-viscous liquid; vinegary-type odor. .. ..

SECTION IV - FIRE AND EXPLOSION HAZARD DATA

FLASH POINT (Method used) . - E . FLAMMABLE LIMITS . Lel B Uel
_— None et Unknown

Will not ordlnarlly burn or support combustion.

SPECIAL FIRE FIGHTING PROCEDURES
Full protective clo(,hln mclud1ng ﬂ‘elf—con._armd respiratory equlpment should be -
used. Water may pe used to keep fire-exposed containers cool. Water spray may
be used to disperse .vapors .and flush spills away.from’ exposures.

UNUSUAL FIRE AND EXPLOSION HAZARDS

None under ordinary conditions, but may form explosive mlxtures in atmosphere

having high oxygen content under pressure oY flammable vapor-air mixture above 212¥F.
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Oakite Stripper DP

SECTION V - HEALTH HAZARD DATA i | .

THRESHOLD LIMIT VALUE Mixture: unknown. See Section II. Water seal and wax-type
vapor retardant reduce escape of volatile components. A e U ey T Tt e

EFFECTS OF OVEREXPOSURE ~ Prolonged inhalation of vapor may cause symptoms ranging LTOm | &,
light-headedness and headache to loss of consciousness. Exposure to high-wvapor %
‘concentrations causes eye and respiratory tract irritation. Direct contactieaussss
burns of eyes and skin. May be absorhed’ throueh skin. R N,
EMERGENCY AND FIRST AID PROCEDURES - EEE St L T e
For eyes, promptly flush with plenty of water for at least 15 minutes; get medical
attention. Fgr skin, remove contaminated clothing and shoes at once. Immediately
wash affected areas thorouzhiv with soap and water. :

Continue rinsing for at least” 15 minutes. Wash clothing and shoes before reuse.

For inhalation, remove from exposure, In case of massive overexposure to Vapors,
contact a physician.

't

SECTION VI - PEACTIVITY DATA = .. " .3

STABILITY UNSTABLE - .| CONDITIONS TO AVOID - - I T
- V Direct sunlight, heat, and open flame. "'
STABLE X i ;

W

INCOMPATABILITY (Materials to avoid) e e R
lkaline materials, chlorine-releasing materials. v ” .

HAZARDOUS DECOMPOSITION ProODUCTS High Vvapor exposure to open flames or fires may produc

fumes of chlo’éinated organic compounds. Thermal decomposition mayv vield acid fumes.

carbon monoxide” r dioxdide. CONDITIONS TO AVOID T .

HAZARDOUS aPQAG%&% toxide : ' N/A o

POLYMERIZATION .

[

WILL NOT OCCUR X

SECTION VI1 - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

Absorb with straw, sawdust or other absorbent material. sweep up and haul avay.
Wash area with water and detergent. Provide adequate ventilation. Kee away from
heat sources and open flame. - Employees cleaning up major spills shougd wear

protective clothing and use respiratory protection.

WASTE DISPOSAL METHOOD . . . ’ ’
Spent product containing films or coatings that have been removed should be hauled
away. If pressure rinse is used, screen out solids and discharge rinse water

according to federal, state and local regulations.

+ -~ SECTION VIIl - SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION (Specify ,fpe) ; - VI
Not required under normal use conditions when ventilation is adequate.

LOCAL EXHAUST SPECIAL TUse only with
VENTILATION ' o Co adequate ventilation.
MECHANICAL (General) = . .. . . , OTHER

PROTECTIVE GLOVES . N R i EYE PROTECTION
Rubber or other impervious material.. Safety goggles

OTHER PROTECTIVE EQUIPMENT Apron and/or other suitable protective clothing made of
rubber or other impervious material; face shield as necessary. Recommend eye wash
and safetv shower near use area. :

- -ioiwww... . ... SECTIONIX - SPECIAL PRECAUTIONS =~~~ '~ ===
PRECAUTIONS TO BE TAKEN IN HANDLING AND_STORING . . . ,
Avoid prolonged or repeated breathing of vapor. Avoid contact with eyes, skin and

clothing. Wash thoroughly after handling. Suitable for general indoor_ storage at
moderate temperature out of direct sunlight away from heat and open flame.
OTHER PRECAUTIONS :

Wax may separate at low temperatures. Before opening, relieve any pressure build-up
in container by loosening closure slowly. Keep container tightly closed when not
in use. Always maintain water seal at approximately 10% of f£he total volume.
. ibe inro o :
PAGE (2) in good ;ngtion herein is given - o o0sHa20
GPO 920.540 e good faith, but no warranty, . ... . Rev.May72
. ‘expressed or lmplied ia made., X e
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